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Amendments to the Claims: 

This listing of claims will replace all prior versions, and listings, of claims in the application: 
Listing of Claims: 

1. (Currently Amended) An initiator comprising: 

a casing including a cup and a header ; 

a reaction agent disposed in the casing; 
an electrode; and 

a plasma generating agent comprising wat e r gla s s and being disposed in the casing 
for generating a plasma in response to energization of the electrode to thereby cause the 
reaction agent to initiate a reaction^ 

wherein an extremity surface of the electrode is flush with an extremity surface 
of the header, and wherein a thin, plate-shaped, molding of the plasma generating agent 
is disposed at the extremity surface of the header extending through an entire cross- 
section of the interior of the cup . 

2. (Original) An initiator according to Claim 1 wherein the reaction agent comprises only a 
single reaction agent. 

3. (Original) An initiator according to Claim 1 wherein the reaction agent is formed of a 
mixture of a first reaction agent and a second reaction agent. 

4. (Original) An initiator according to Claim 1 wherein the electrode is affixed to a header 
by an insulative fixing material. 

5. (Original) An initiator according to Claim 1 wherein the electrode is inserted into a 
header. 

6. -10. (Cancelled) 

1 1 . (Currently Amended) A gas generator including^ 

an initiator according to claim 1; and having a r e action ag e nt that r e act s in 
re s ponse to a plasma and a plasma generating agent compri s ing wat e r gla ss and powd e r 
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an igniting agent . 

12. (Currently Amended) An air bag device, comprising: 

an air bag and a gas generator; 

wherein the gas generator includes an initiator comprising: 
a casing including a cup and a header ; 

a reaction agent disposed in the casing; 
an electrode; and 

a plasma generating agent compri s ing water glass and being disposed in the casing 
for generating a plasma in response to energization of the electrode to thereby cause the 
reaction agent to initiate a reaction^ 

wherein an extremity surface of the electrode is flush with an extremity surface 
of the header, and wherein a thin, plate-shaped, molding of the plasma generating agent 
is disposed at the extremity surface of the header extending through an entire cross- 
section of the interior of the cup . 

13. (New) An initiator according to Claim 1, wherein the plasma generating agent comprises 
water glass. 

14. (New) An air bag device according to Claim 12, wherein the plasma generating agent 
comprises water glass. 
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